A very different kind of inkjet printer.

It helps you save up to 50% or more on ink cartridges.’
And comes with $50 worth of ink right in the box.’

It scans straight to your smartphone.

And lets you print wirelessly with just a flick.

Say hello to the all-new Kodak Verité 55 Wireless Printer.

Wireless Printing
Easy wireless printing from your smartphone, tablet, PC,
or laptop. AirPrint™ and Google Cloud Print™ compatible.”

Wired Printing
Secure printing from a laptop or PC through USB 2.0
(USB cable not included).

One Touch Scan
Wirelessly scan to your smartphone or tablet using the free
Kodak Verité Printer app.*

Flick Print
With the Kodak Verité Printer app, you can print photos
with a flick directly from your smartphone or tablet.’

kodakverite.com
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Verité 55

Wireless Inkjet Printer

PRINT. SCAN. COPY.

Save up to

50%

or more on ink always'

and get

$50

of ink value included’

Print

2x as many pages’

Kodak Verité 5 XL Black = 400 pages
Kodak Verité 5 XL Color = 360 pages




Included in box: Printer H/W; 1 XL Black Ink Cartridge; 1 XL Tri-color Ink
Cartridge; Quick Service Guide; Warranty Sheet

Replacement cartridges available:
#5 Standard Black Ink Cartridge (~200 pages)
#5 Standard Color Ink Cartridge (180 pages)
#5 XL Black Ink Cartridge (~400 pages)
#5 XL Color Ink Cartridge (-360 pages)
#5 XXL Black Ink Cartridge (~600 pages)
#5 XXL Color Ink Cartridge (~500 pages)
#5 Combo XL Black (~400 pages) and Color (360 pages) Ink Cartridge

Ink page yield values for color graphics and text document obtained by continuous
printing in accordance with ISO/IEC 24711. Actual results may vary.

* |SO speed: Up to 10.0 ppm black, up to 4.2 ppm color
* Draft speeds: Up to 20 ppm black, up to 15 ppm color
* First page out: Black (ready) within 11 sec; Color (ready) within 21 sec
= Print resolution: Up to 4800 x 1200 dpi
* Print technology: Thermal inkjet
* Ink types: Dye-based (color); pigment-based (black)
= Print cartridges number: 2
(1black, 1tri-color [cyan, magenta, yellow])
* Automatic wireless connect: Yes
* Borderless printing: Yes (up to 8.5 x 11in, 216 x 297 mm)
* Standard print languages: GDI
* Paper handling:
- Input capacity: Up to 60 sheets, Up to 60 sheets legal,
Up to 15 cards, Up to 5 envelopes, Up to 15 sheets (4 X 6 Photo)
- Output capacity: 25-sheet output tray, Up to 25 sheets legal,
Up to 5 envelopes, Up to 10 sheets photo paper
* Media type: Paper (plain, inkjet, photo), envelopes, labels, cards,
borderless media
* Media weight:

Plain paper  17-24 |Ib.  64~90 g/m?2
Glossy paper 50-65 Ib. 180~240 gm?2
Envelope 20-24 Ib. 75~90 g/m?2
Card 90-110Ib.  163-200 g/m2

* Media sizes custom: 3 x 5t0 8.5 x 14 in (76 x 127 to 216 x 356 mm)

Kodak
Verité 55

Wireless Inkjet Printer

Functions: Print, copy, scan, photo

= Duplex print options: Manual

= Network ready: Via built-in WiFi 802.11b/g/n

= Standard connectivity: 1 Hi-Speed USB 2.0; 1 WiFi 802.11b/g/n
= Wireless capability: Yes

= Direct print support capability: Wireless direct printing
* Memory: 128MB DDR3 Memory

= Processor speed: 360 MHz

= Duty cycle (monthly): Up to 1,000 pages

= Recommended monthly page volume: 300 pages

= Display: 5cm (2.0") Hi-Res Mono LCD

Scan type: Flatbed
= Scan resolution:
Hardware : Optical: Up to 1200 x 1200 dpi
Software Enhanced: Up to 19,200 x 19,200 dpi
= Scan technology: CIS
Scan file format:
Windows: JPEG, PDF, BMP, PNG, GIF, TIFF,
Mac: JPEG, JPEG2000, PDF, BMP, PNG, GIF, TIFF
Mobile Apps: JPEG
* Scan input modes: Scanning via Photosmart Software
* Scan size maximum: Flatbed: 8.5 x 11.7 in (216 x 297 mm)
= Twain version: Version 1.9
* Bit depth input/output: 48-bit/24-bit (color), 16-bit/8-bit (grayscale)

= Copy speed: ISO speeds : Up to 6 cpm black; Up to 3 cpm color;

= Copy resolution: Black, Color (text and photo): Up to 600 x 600 dpi
Scan, Up to 4800 x 1200 dpi Print

* Max number of copies: 99

Copier reduce/enlarge: 25-400%

Copier settings: Number of copies (1-99); Color (Black/Color); Quality

(Draft/Text/Text &Photo /Photo); Scale (Legal /Letter/A4/ Executive/

Custom 25-400%); Aggregation (2 in1/4in1); ID copy; Brightness

System Requirements

* Compatible operating systems: Windows® 8, 8.1, 7 Windows Vista® Windows
Server® 2012, 2008, 2003 Mac OS® X v10.6, v10.7, v10.8, v10.9, v10.10 Linux
Debian 6.0, Ubuntu 12.04 LTS

*  Minimum system requirements:

* Windows® 8, 8.1, 7 /1 GHz 32-bit (x86) or 64-bit (x64) processor / 1GB
available hard disk space, USB port, Internet Explorer® Windows Vista® / 800
MHz 32-bit (x86) or 64-bit (x64) processor / 1 GB available hard disk space,
USB port, Internet Explorer® Windows Server® 2012, 2008, 2003 / 32-bit (x86)
or 64-bit (x64) processor / USB port, Internet Explorer®

= Mac OS® X v10.6, v10.7,v10.8, v10.9, v10.10 / Intel® CoreTM Processor / 1GB
available hard disk space Internet; USB Linux Debian 6.0, Ubuntu 12.04 LTS

Power

* Power supply required: 100-127 V (-10/+5%), 50/60 Hz (+/- 3 Hz)

« Power supply type: Built-in power supply

« Power consumption: 18 watts maximum, 14 watts (Normal printing),
4.5 watts (ready), 3.36 watts (sleep), 0.3 watts (off)

Dimensions

« Dimensions: 17.7 x 10.7 x 6.0 in (450.4 x 272.5 x 153 mm);
* Maximum:17.7 x 18.5 x 10.3 in (450.4 x 470.6 x 262 mm)
* Weight: 8.0 Ib. (3.65 kg)

© 2015 Funai Electric Co., Ltd. The Kodak trademark and trade dress are used under license from Kodak.

Environment

= Acoustic values (based on ISO7779):

* Ready: <38 dB (A)

* Print/Normal Quality < 50 dB (A),

= Copy <50 dB (A)

* Scan<40dB (A)

« Operating environment:
Operating temperature range: 41to 952 F (5 to 352 C)
Recommended operating temperature: 61to 872 F (16 to 322 C)
Storage temperature range: -4 to 1402 F (-20 to 602 C)
Operating humidity range: 10 to 60% RH (non-condensing)
Storage humidity range: 10 to 80% RH (non-condensing)

EMC & Safety

« Electromagnetic emission standard: FCC CFR 47 Part 15 Class B; ICES-003, Issue
4 Class B;

« Safety approvals and requirements: IEC 60950-1: 2005 (2nd ed.)/EN 60950-1:
2006; UL; CSA C22.2 No.60950-1

"Up to 50% or more savings claim is based on the cost per page ("CPP") of replacement KODAK VERITE 5 XL or VERITE 5 XXL Ink cartridges as compared

to the CPP of similarly priced branded cartridges for leading manufacturer’s color inkjet printers less than §199 USD, market share reported by NPD 2014
CPP savings are 25% to 40% when comparing KODAK VERITE 5 standard fill to the leading manufacturer's standard capacity inkjet cartridges. CPP is based
on manufacturer's recommended street price and page yield as reported by Gap Intelligence Reports, Actual savings may vary depending on number of pages
actually printed per month and content of pages printed.

?Manufacturer's Suggested Retail Price (MSRP) of included KODAK VERITE 5 XL Black and XL Color cartridges is $35. A $50 value when compared to the
CPP of other leading manufacturer's ink cartridges for leading color inkjet printers less than $199 USD, market share reported by NPD 2014. Ink page yield
values for color graphics and text document obtained by continuous printing in accordance with ISO/IEC 24711, Actual results may vary. CPP is based on
manufacturer's recommended street price and page yield as reported by Gap Intelligence Reports.

?Ink page yield values for color graphics and text document obtained by continuous printing in accordance with 1SO/IEC 24711. Actual results may vary.
2x the normal page yield of a standard KODAK VERITE 5 Ink Cartridge.

“Wireless performance is dependent upon physical environment and distance from access point. Wireless operations compatible with 2.4GHz router only,

“One-Touch Scan and Flick Print wireless functions require KODAK VERITE Printer app, available free for download from the App Store or Google Play.



